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Standards: IEC, UL, CSA 
 

Quality  

IS0 9001 & 14001  

 
Approvals 

 

 

 

 
 

   

    
 

 
Electrical data (according to IEC 60947-3) 

 
Thermal current Ith (40 ºC) 630A 
  

Rated insulation voltage Ui (V) 1000 

Rated impulse withstand voltage Uimp (kV) 12 

Torque 
212Ibf.in
24Nm 

 
 
DC Rated operational current Ie (A) 

 Voltage (DC) Ie
(1) 

Standards 
IEC60947-3   600V DC21B 630A 

   800V DC21B 600A 

  1000V DC21B 400A 
 
UL98B  1000V DC 400A 
   
(1) Please consult for other voltages and/or category of operations. 

 
 
  

Short-circuit behaviour 
Short-circuit making capacity (peak 
value)

(2)
 Icm 26kA 

Short-time withstand current (1 sec) (rms) Icw 16kA 

  
  
(2) Without limiting protective device (short-circuit maintained          
    50…100ms) 

 
 
Connection capacity 

Bar (Thickness / Width) (mm) 2x5/40 

Rigid cable (mm
2
) 2x240 

Tightening torque (N•m) 24 

  
 

Mechanical data 
Minimum number of operations (as per 
standard) without load 10000 

Maximum weight (4 pole molded case) (kg) 4,5  

 

Accessories 

Handles Bridging links Shrouds    

DS-EI21 (direct) DS-PI220U (2 units) 
 

DS-CU280U DS-CU200U DS-CU280U 

DS-EN21 (panel) DS-PI230U (3 units) 
 

DS-CU290U DS-CU21 DS-CU290U 

   Diagram A Diagram B Diagram C     
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Dimensions 
 

 

 


